CHRYSLER 200 TOURING CONVERTIBLE

MANUFACTURER’S SUGGESTED RETAIL PRICE OF THIS MODEL INCLUDING DEALER PREPARATION

Base Price: $27,325

OPTIMIZED EQUIPMENT

3.6-Liter V6 24-Valve VVT Engine $1,795

Customer Preferred Package 27V

17-Inch x 6.5-Inch Aluminum Wheels $75

Automatic Headlamps

Bi-Function Halogen Projector Headlamps

Variable Intermittent Windshield Wipers

Precision Power Steering

Traction Control

Electronic Stability Control

Tire Pressure Monitoring Display

Anti-Lock 4-Wheel Disc Brakes

Power Door Locks

Power Windows with Front One-Touch-Down Feature

Power Top and Windows Down Key Fob

Power Convertible Top

Rearview Mirror with Reading Lamps

12-Volt Auxiliary Power Outlet

Rear Courtesy / Reading Lamps

12-Volt Center Console Power Outlet

Tilt / Telescoping Steering Column

Tachometer

Fuel Economy and Environment

Fuel Economy

22 MPG**

29 MPG**

4.5 combined city/ highway MPG

Compact cars range from 14 to 105 MPG. Values are based on gasoline and do not reflect performance and ratings based on E85.

Driving Range

199 miles

Fuel Economy & Greenhouse Gas Rating (tailpipe only)

Best

10

20

Annual fuel cost $2,400

Based on average new vehicle.

This vehicle emits 397 grams CO2 per mile. The best emits 0 grams per mile (tailpipe only). Producing and distributing fuel also creates emissions; learn more at fueleconomy.gov

EPA 5-STAR SAFETY RATINGS

This vehicle has not been rated by the government for frontal crash, side crash or rollover risk.

PARTS CONTENT INFORMATION

FOR VEHICLES IN THIS CARLINE:
U.S./CANADIAN PARTS CONTENT: 74 %
NOTE: PARTS CONTENT DOES NOT INCLUDE FINAL ASSEMBLY, DISTRIBUTION, OR OTHER NON-PARTS COSTS.
FOR THIS VEHICLE:
FINAL ASSEMBLY POINT: STERLING HTS., MICH., U.S.A.
COUNTRY OF ORIGIN: ENGINE: MEXICO
TRANSMISSION: UNITED STATES

This vehicle is equipped with bumper systems that can withstand a frontal barrier impact speed of 2.5 miles per hour and a rear barrier impact speed of 2.5 miles per hour with no more damage than allowed by the Federal bumper standard. The Federal bumper standard requires that a bumper system withstand a frontal barrier impact speed of 2.5 miles per hour and a rear barrier impact speed of 2.5 miles per hour with no more damage than allowed by the Federal bumper standard. The Federal bumper standard also allows damage to the bumpers and attaching hardware and specifies barrier tests to be conducted at 2.5 miles per hour.

Bumper Performance

This vehicle is equipped with bumper systems that can withstand a frontal barrier impact speed of 2.5 miles per hour and a rear barrier impact speed of 2.5 miles per hour with no more damage than allowed by the Federal bumper standard. The Federal bumper standard requires that a bumper system withstand a frontal barrier impact speed of 2.5 miles per hour and a rear barrier impact speed of 2.5 miles per hour with no more damage than allowed by the Federal bumper standard. The Federal bumper standard also allows damage to the bumpers and attaching hardware and specifies barrier tests to be conducted at 2.5 miles per hour.

GOVERNMENT 5-STAR SAFETY RATINGS

This vehicle has not been rated by the government for frontal crash, side crash or rollover risk.

Source: National Highway Traffic Safety Administration (NHTSA)

www.safercar.gov or 1-888-327-4236

For more information visit: www.chrysler.com

Chrysler Group LLC
or call 1-800-CHRYSLER